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COMMERCIAL APPLICATIONS

With its elegant and discreet design this 100% transparent screen allows you
to relate safely in everyday life.




HEALTH SECTOR

FOOD RETAIL

FINANCIAL SERVICES




OFFICE INTERIORS

Made of transparent or opaline plexiglasss, this tool is conceived to guarantee
your health in the office.
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DIFFERENT OPTIONS

Depending on the intended use, this item comes in several options

which differ in materials, screen and opening dimensions.
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TECHNICAL SPECIFICATIONS

Made of transparent or opaline 4 mm thickness plexiglasss, this tool is made
of two support brackets that hold the wide screen.
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62000 mm

COMMERCIAL APPLICATION

SMALL OPENING MEDIUM OPENING LARGE OPENING
This screen opening sizes 300x200mm This screen opening sizes 400x300mm
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OFFICE INTERIORS

SMALL OPENING NO OPENING NO OPENING
This screen opening sizes 300x60mm This screen is made of transparent plexiglasss : This screen is made of opaline plexiglasss
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FULLY CUSTOMIZABLE

This tool is fully customizable in width, height and opening dimensions.
In addition you can personalize it with your company logo.
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FAST DELIVERY FLAT PACKAGING







PROTECTIVE VISOR ANTI “DROPLET” COMPLIANT WITH 2001/95/CE DIRECTIVE
The visor has been designed to protect the face from plashes and drops.

It can be reused after sanitization.

\__ COMPONENTS
0.5 mm thickness anti-reflective visor

forehead rest made of coupled neoprene . ...\

adjustable polyester elastic band

/ adjusting buckle
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DISPENSER
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TECHNICAL SPECIFICATIONS

Few different materials used, easy connections, clean and functional design.
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. acrylic sheet

| /r"
@ / @ dispenser base

painted steel support
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- wood base

the totem can be
customized with graphics
and company logo
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COMPONENTS

forex sheet

dispenser base

acrylic sheet

acrylic sheet

painted steel support

acrylic sheet

wood base

the totem can be

customized with graphics
and company logo
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COMPONENTS

forex crowner

. adjustable acrylic element

dispenser base

. painted steel support

- wood base

the totem can be
customized with graphics
and company logo
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